
MICC 19.02.020(F)(3)(d) requires noxious weeds to be removed
during new development proposals.  Please add a note to the
plan set that states:

"Development proposals for a new single-family home shall
remove Japanese knotweed (Polygonum cuspidatum) and
Regulated Class A, Regulated Class B, and Regulated Class C
weeds identified on the King County Noxious Weed list, as
amended, from required landscaping areas established
pursuant to subsection 19.02.020(F)(3)(a). New landscaping
associated with new single-family home shall not incorporate
any weeds identified on the King County Noxious Weed list, as
amended. Provided, that removal shall not be required if the
removal will result in increased slope instability or risk of
landslide or erosion."

Pursuant to MICC 19.02.050(D) any "...rockeries, retaining walls,
fences, or any combination thereof, are limited to a maximum
height of 42 inches within that portion of any required yard which
lies within 20 fee of any improved street."  Please indicate the
height of the rock wall that falls within 20 feet of the
public-right-of way.

If the height exceeds the 42-inch height limitation you can apply
for a fence height deviation pursuant to MICC 19.02.050(F).

Fence height deviation required for 4' retaining walls.

” ” 

”



TABLE R402.1.1
INSULATION AND FENESTRATION REQUIREMENTS BY COMPONENTa

CLIMATE ZONE 5 AND MARINE 4

Fenestration U-Factorb

Skylightb U-Factor

Ceiling R-Valuee

Wood Frame Wallg,h R-Value

Floor R-Value

Below-Gradec,h Wall R-value

Slabd,f R-Value & Depth

0.30

0.50

49

21 int

30

10/15/21 int + 5TB

10, 2 ft

For SI: 1 foot = 304.8 mm, ci = continuous insulation, int = intermediate framing.
a. R-values are minimums. U-factors and SHGC are maximums. When insulation is installed in a cavity which

is less than the label or design thickness of the insulation, the compressed R-value of the insulation from
Appendix Table A101.4 shall not be less than the R-value specified in the table.

b. The fenestration U-factor column excludes skylights.

c. "10/15/21 +5TB" means R-10 continuous insulation on the exterior of the wall, or R-15 continuous insulation
on the interior of the wall, or R-21 cavity insulation plus a thermal break between the slab and the basement
wall at the interior of the basement wall. "10/15/21 +5TB" shall be permitted to be met with R-13 cavity
insulation on the interior of the basement wall plus R-5 continuous insulation on the interior or exterior of the
wall. "5TB" means R-5 thermal break between floor slab and basement wall.

d. R-10 continuous insulation is required under heated slab on grade floors. See Section R402.2.9.1.
e. For single rafter- or joist-vaulted ceilings, the insulation may be reduced to R-38 if the full insulation depth

extends over the top plate of the exterior wall.
f. R-7.5 continuous insulation installed over an existing slab is deemed to be equivalent to the required

perimeter slab insulation when applied to existing slabs complying with Section R503.1.1. If foam plastic is
used, it shall meet the requirements for thermal barriers protecting foam plastics.

g. For log structures developed in compliance with Standard ICC 400, log walls shall meet the requirements for
climate zone 5 of ICC 400.

h. Int. (intermediate framing) denotes framing and insulation as described in Section A103.2.2 including
standard framing 16 inches on center, 78 percent of the wall cavity insulated and headers insulated with a
minimum of R-10 insulation.

R402.1.2 R-value computation. Insulation R-value shall be determined as specified in Section
R303.1.4. Insulation material used in layers, such as framing cavity insulation or continuous insulation,
shall be summed to compute the corresponding component R-value. The manufacturer's settled R-
value shall be used for blown insulation. Computed R-values shall not include an R-value for other
building materials or air films. Where insulated siding is used for the purpose of complying with the
continuous insulation requirements of Table R402.1.1, the manufacturer’s labeled R-value for insulated
siding shall be reduced by R-0.6.

R402.1.3 U-factor alternative. An assembly with a U-factor equal to or less than that specified in Table
R402.1.3 shall be permitted as an alternative to the R-value in Table R402.1.1. U-factors shall be
determined as specified in Section R402.1.5.















TABLE 406.3
2018 ENERGY CREDITS

CREDIT(S)
OPTION DESCRIPTION

All Other     Group R-2

2018 Washington State Energy Code – Residential
Prescriptive Energy Code Compliance for All Climate Zones in Washington

Single Family – New & Additions (effective February 1, 2021)

These requirements apply to all IRC building types, including detached one- and two-family
dwellings and multiple single-family dwellings (townhouses).

Project Information Contact Information

Instructions: This single-family project will use the requirements of the Prescriptive Path below and
incorporate the minimum values listed. Based on the size of the structure, the appropriate number of
additional credits are checked as chosen by the permit applicant.
Provide all information from the following tables as building permit drawings: Table R402.1 - Insulation and
Fenestration Requirements by Component, Table R406.2 - Fuel Normalization Credits and 406.3 - Energy Credits.

Authorized Representative

All Climate Zones (Table R402.1.1)
R-Value a

Fenestration U-Factor b
Skylight U-Factor b

Glazed Fenestration SHGC b,e
Ceiling e

Wood Frame Wall g,h
Floor
Below Grade Wall c,h
Slab d,f R-Value & Depth

a

n/a
n/a
n/a
49 j

21 int
38

10/15/21 int + TB
10, 2 ft

Date

U-Factor a

0.28
0.50
n/a

0.026
0.056
0.026
0.042
n/a

R-values are minimums. U-factors and SHGC are maximums. When insulation is installed in a cavity that is less
than the label or design thickness of the insulation, the compressed R-value of the insulation from Appendix
Table A101.4 shall not be less than the R-value specified in the table.

b The fenestration U-factor column excludes skylights.

c

"10/15/21 +5TB" means R-10 continuous insulation on the exterior of the wall, or R-15 continuous insulation on
the interior of the wall, or R-21 cavity insulation plus a thermal break between the slab and the basement wall at
the interior of the basement wall. "10/15/21 +5TB" shall be permitted to be met with R-13 cavity insulation on
the interior of the basement wall plus R-5 continuous insulation on the interior or exterior of the wall. "5TB"
means R-5 thermal break between floor slab and basement wall.

d R-10 continuous insulation is required under heated slab on grade floors. See Section R402.2.9.1.

e

f

g

h

For single rafter- or joist-vaulted ceilings, the insulation may be reduced to R-38 if the full insulation depth
extends over the top plate of the exterior wall.
R-7.5 continuous insulation installed over an existing slab is deemed to be equivalent to the required perimeter
slab insulation when applied to existing slabs complying with Section R503.1.1. If foam plastic is used, it shall
meet the requirements for thermal barriers protecting foam plastics.
For log structures developed in compliance with Standard ICC 400, log walls shall meet the requirements for
climate zone 5 of ICC 400.
Int. (intermediate framing) denotes framing and insulation as described in Section A103.2.2 including standard
framing 16 inches on center, 78% of the wall cavity insulated and headers insulated with a minimum of R-10
insulation.

2018 Washington State Energy Code – Residential
Prescriptive Energy Code Compliance for All Climate Zones in Washington

Single Family – New & Additions (effective February 1, 2021)
Each dwelling unit in a residential building shall comply with sufficient options from Table R406.2 (fuel
normalization credits) and Table 406.3 (energy credits) to achieve the following minimum number of
credits. To claim this credit, the building permit drawings shall specify the option selected and the
maximum tested building air leakage, and show the qualifying ventilation system and its control sequence
of operation.
1. Small Dwelling Unit: 3 credits

Dwelling units less than 1,500 sf in conditioned floor area with less than 300 sf of fenestration area.
Additions to existing building that are greater than 500 sf of heated floor area but less than 1,500 sf.

2. Medium Dwelling Unit: 6 credits
All dwelling units that are not included in #1 or #3

3. Large Dwelling Unit: 7 credits
Dwelling units exceeding 5,000 sf of conditioned floor area

4. Additions less than 500 square feet: 1.5 credits
All other additions shall meet 1-3 above

Summary of Table R406.2
Heating
Options Fuel Normalization Descriptions

1 Combustion heating minimum NAECAb
2 Heat pumpc
3 Electric resistance heat only - furnace or zonal

DHP with zonal electric resistance per option 3.4
All other heating systems

4
5

Energy
Options

1.1

Energy Credit Option Descriptions

Efficient Building Envelope
1.2       Efficient Building Envelope
1.3       Efficient Building Envelope
1.4       Efficient Building Envelope
1.5       Efficient Building Envelope
1.6       Efficient Building Envelope
1.7       Efficient Building Envelope
2.1
2.2
2.3

2.4

Air Leakage Control and Efficient Ventilation
Air Leakage Control and Efficient Ventilation
Air Leakage Control and Efficient Ventilation

Air Leakage Control and Efficient Ventilation
3.1a     High Efficiency HVAC
3.2       High Efficiency HVAC
3.3a      High Efficiency HVAC
3.4       High Efficiency HVAC

3.5       High Efficiency HVAC
3.6a      High Efficiency HVAC

4.1       High Efficiency HVAC Distribution System
4.2       High Efficiency HVAC Distribution System

Credits - select ONE
heating option

0.0
1.0
-1.0
0.5
-1.0

Credits - select ONE
energy option from each

category d

0.5
1.0
0.5
1.0
2.0
3.0
0.5
0.5
1.0
1.5

2.0
1.0
1.0
1.5
1.5

1.5
2.0
0.5

1.0

User Notes

5.1d      Efficient Water Heating
5.2       Efficient Water Heating
5.3       Efficient Water Heating
5.4       Efficient Water Heating
5.5       Efficient Water Heating
5.6       Efficient Water Heating
6.1e      Renewable Electric Energy (3 credits max)
7.1       Appliance Package

Total Credits

a. An alternative heating source sized at a maximum of 0.5 W/sf (equivalent) of heated floor area or 500 W,
whichever is bigger, may be installed in the dwelling unit.

b. Equipment listed in Table C403.3.2(4) or C403.3.2(5)
c. Equipment listed in Table C403.3.2(1) or C403.3.2(2)
d. You cannot select more than one option from any category EXCEPT in category 5. Option 5.1 may be combined

with options 5.2 through 5.6. See Table 406.3.
e. 1.0 credit for each 1,200 kWh of electrical generation provided annually, up to 3 credits max.

See the complete Table R406.2 for all requirements and option descriptions.

0.5
0.5
1.0
1.5
2.0
2.5
1.0
0.5
6.0

TABLE 406.3
2018 ENERGY CREDITS

CREDIT(S)
OPTION DESCRIPTION

All Other     Group R-2

1. EFFICIENT BUILDING ENVELOPE OPTIONS
Only one option from Items 1.1 through 1.7 may be selected in this category.
Compliance with the conductive UA targets is demonstrated using Section R402.1.4, Total UA alternative, where

[1-(Proposed UA/Target UA)] > the required %UA reduction

2.1    Compliance based on R402.4.1.2:
Reduce the tested air leakage to 3.0 air changes per hour maximum at 50
Pascals

For R-2 Occupancies, optional compliance based on Section R402.4.1.2:
Reduce the tested air leakage to 0.3 cfm/ft2 maximum at 50 Pascals

All whole house ventilation requirements as determined by Section
M1507.3 of the International Residential Code or Section 403.8 of the
International Mechanical Code shall be met with a high efficiency fan(s)
(maximum 0.35 watts/cfm), not interlocked with the furnace fan (if present).
Ventilation systems using a furnace including an ECM motor are allowed,
provided that they are controlled to operate at low speed in ventilation only

To qualify to claim this credit, the building permit drawings shall specify the
option being selected, the maximum tested building air leakage, and shall
show the qualifying ventilation system and its control sequence of
operation.

0.5 1.0

2. AIR LEAKAGE CONTROL AND EFFICIENT VENTILATION OPTIONS
Only one option from Items 2.1 through 2.4 may be selected in this category.

4. HIGH EFFICIENCY HVAC DISTRIBUTION SYSTEM OPTIONS

4.1     All supply and return ducts located in an unconditioned attic shall be
deeply buried in ceiling insulation in accordance with Section R403.3.7.

For mechanical equipment located outside the conditioned space, a
maximum of 10 linear feet of return duct and 5 linear feet of supply duct
connections to the equipment may be outside the deeply buried insulation.
All metallic ducts located outside the conditioned space must have both
transverse and longitudinal joints sealed with mastic. If flex ducts are used,they cannot contain splices.

Duct leakage shall be limited to 3 cfm per 100 square feet of conditionedfloor area.

Air handler(s) shall be located within the conditioned space.

0.5 0.5

3.5a    Air-source, centrally ducted heat pump with minimum HSPF of 11.0.

To qualify to claim this credit, the building permit drawings shall specify the
option being selected and shall specify the heating equipment type and the
minimum equipment efficiency.

1.5 N/A

3. HIGH EFFICIENCY HVAC EQUIPMENT OPTIONS

5.3     Water heating system shall include one of the following:
Energy Star rated gas or propane water heater with a minimum UEF of
0.91
or
Solar water heating supplementing a minimum standard water heater.
Solar water heating will provide a rated minimum savings of 85 therms or
2000 kWh based on the Solar Rating and Certification Corporation (SRCC)
Annual Performance of OG-300 Certified Solar Water Heating Systems
or
Water heater heated by ground source heat pump meeting the
requirements of Option 3.3.

To qualify to claim this credit, the building permit drawings shall specify the
option being selected and shall specify the water heater equipment type
and the minimum equipment efficiency and, for solar water heating
systems, the calculation of the minimum energy savings.

1.0 1.0

5. EFFICIENT WATER HEATING OPTIONS

7. APPLIANCE PACKAGE OPTION

7.1     All of the following appliances shall be new and installed in the dwelling
unit and shall meet the following standards:
Dishwasher – Energy Star rated
Refrigerator (if provided) – Energy Star rated
Washing machine – Energy Star rated
Dryer – Energy Star rated, ventless dryer with a minimum CEF rating of
5.2.

To qualify to claim this credit, the building permit drawings shall specify the
option being selected and shall show the appliance type and provide
documentation of Energy Star compliance. At the time of inspection, all
appliances shall be installed and connected to utilities. Dryer ducts and
exterior dryer vent caps are not permitted to be installed in the dwelling
unit.

0.5 1.5
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Notes:

1. Outdoor environments are generally more corrosive to steel. If you choose to use ZMAX® or HDG finish or stainless steel material on an outdoor project, you should periodically inspect your connectors and fasteners or have a professional
inspection performed. Regular maintenance, including water-proofing of the wood used in your outdoor project is also a good practice.

2. Coatings Available:
2.1. ZMAX: Galvanized (G185) 1.85 oz. of zinc per square foot of surface area. (hot-dip galvanized per ASTM A653 total both sides). These products require hot-dip galvanized fasteners (fasteners which meet the specifications of ASTM A153).
2.2. HDG - Hot Dip Galvanized: Products are hot-dip galvanized after fabrication (14 ga. and thicker). The coating weight increases with material thickness. The minimum specified coating weight is 2.0 oz. per square foot. (per ASTM A123 total

both sides). These products require hot-dip galvanized fasteners (fasteners which meet the specifications of ASTM A153).
2.3. SS - Stainless Steel: Connectors are manufactured from Type 316L stainless steel, and provide greater durability against corrosion. Stainless-steel nails are required with stainless-steel products, and are available from Simpson Strong-Tie.

3. When using stainless steel connectors, use stainless steel fasteners.  When applications allow the use of ZMAX/HDG galvanized connectors, use HDG fasteners that meet the specifications of ASTM A153 or equivalent coating offered on
Simpson Strong-Tie fasteners.

4. Due to many variables involved with outdoor construction, Simpson Strong-Tie cannot provide estimates on service life of connectors, anchors or fasteners.
5. To obtain optimal performance from Simpson Strong-Tie products, the products must be installed properly and used in accordance with the installation instructions and design limits provided by Simpson Strong-Tie.
6. All installation notes and guidelines within the current Wood Construction Connectors catalog shall apply for the connectors, anchors, and fasteners shown.
7. Simpson Strong-Tie reserves the right to change the specifications, design and models shown without notice or liability for such changes.
8. Simpson Strong-Tie does not guarantee the performance or safety of products that are modified, improperly installed or not used in accordance with the design.
9. All references to bolts or machine bolts (MB) are structural quality through bolts (not lag screws or carriage bolts) equal to or better than ASTM A307, grade A. Bolt holes shall be at least a minimum 1/32" and no more than a maximum of 1/16"

larger than the bolt diameter per 2005 NDS Section 11.1.2.
10.Unless noted otherwise, all references to standard cut washers refer to Type A plain washers (W) conforming to the dimensions shown in ASME B18.22.1 for the appropriate rod sizes.
11.Unless stated otherwise, Simpson Strong-Tie cannot and does not make any representation regarding the suitability of use or load-carrying capacities of connectors installed with improper fasteners.

0.162"

0.148"

0.162"0.161" 0.131" 0.131"

0.161" 0.148" 0.131" 0.131"

0.25"

16d
Common

10d
Common

SD
Screw

#10x2½ 16dx2½

SD
Screw
#9x2½ 8d

Common

SD
Screw

#10x1½
10dx1½

SD
Screw
#9x1½ 8dx1½

SDS Screw
¼" x various

lengths

3½

3

2½

1½

0

Fastener Notes:
1. The specified quantity, type and size of fastener must be installed in the correct holes on the connector to achieve

published loads. Incorrect fastener selection or installation can compromise connector performance and could lead
to failure.

2. Nail diameter assumes no coating. See technical bulletin T-NAILGUIDE for more information.
3. The Simpson Strong-Drive® SD structural-connector screw is the only screw approved for use with our connectors.
4. NAIL reference in tables: 16d = 16d common, 10d = 10d common

Fastening Identification

Round Holes
Purpose: to fasten a
connector.
Fill requirements:
always fill, unless
noted otherwise.

Obound Holes
Purpose: to make
fastening a connector in
a tight location easier.
Fill requirements:
always fill.

Hexagonal Holes
Purpose: to fasten a
connector to concrete
or masonry.
Fill requirements:
always fill when
fastening a connector
to concrete or masonry.

Triangular Holes
Purpose: to increase a
connector's strength or
to achieve Max strength.
Fill requirements:
when the designer
specifies Max nailing.

Diamond Holes
Purpose: to temporarily
fasten a connector to make
installing easier.
Fill requirements: none.

Speed Prongs
Used to temporarily
position and secure
the connector for
easier and faster
installation.

Dome Nailing
This feature guides
the nail into the
joist and header at
a 45° angle.

Double Shear Nailing
The nail is installed in the
joist and header,
distributing the load through
two points on each joist nail
for greater strength.

Pilot Holes
Tooling holes for
manufacturing
purposes.  No
fasteners required.

LUS Typical
LUS28Z

Installation

1.       indicates connector is available in stainless steel. Replace Z in model number with SS when ordering.
2. Refer to current Wood Construction Connectors catalog for additional information.

Installation:
· LUS hangers install with double shear nailing.
· For installations into single 2x headers or ledgers,

use the specified full length fasteners into the joist
and the following fasteners into the header for
reduced loads in accordance with
www.strongtie.com:
·· 10dx1½ nails for installations with Nails
·· SD #9x1½ for LUS28Z and LUS210Z

installations with SD Screws
·· SD #10x1½ for LUS26-2Z and LUS210-2Z

installations with SD Screws

Model No.
Dimensions (in.)

Fasteners
Nails SD Screws

W H B Header Joist Header Joist

LUS26Z 1  9/16 4 3/4 1 3/4 4-10d 4-10d - -

LUS28Z 1  9/16 6 5/8 1 3/4 6-10d 4-10d 6-SD #9x2½ 4-SD #9x2½

LUS210Z 1  9/16 7 13/16 1 3/4 8-10d 4-10d 8-SD #9x2½ 4-SD #9x2½

LUS26-2Z 3 1/8 4 7/8 2 4-16d 4-16d 4-SD #10x2½ 4-SD #10x2½

LUS210-2Z 3 1/8 9 2 8-16d 6-16d 8-SD #10x2½ 6-SD #10x2½

LUC Typical HUC Installation
(LUC Similar)

Model No.
Dimensions (in.)

Fasteners
Nails SD Screws

W H B Header Joist Header Joist
LUC26Z 1  9/16 4 3/4 1 3/4 6-10d 4-10dx1½ 6-SD #9x2½ 4-SD #9x1½
LUC210Z 1  9/16 7 3/4 1 3/4 10-10d 6-10dx1½ 10-SD #9x2½ 6-SD #9x1½
HUC26-2Z 3 1/8 5 3/8 2 1/2 12-16d 6-10d - -
HUC28-2Z 3 1/8 7 2 1/2 14-16d 6-10d - -
HUC210-2Z 3 1/8 8 13/16 2 1/2 18-16d 10-10d - -

1.       indicates connector is available in stainless steel. Replace Z in model number with SS when ordering.
2. Refer to current Wood Construction Connectors catalog for additional information.

Installation:

· For HUC installations, models have triangle and round holes.  To achieve
maximum loads, fill both round and triangle holes (fastener quantities listed fill
both holes).

· For installations into single 2x headers or ledgers, use the specified full length
fasteners into the joist and the following fasteners into the header for reduced
loads in accordance with www.strongtie.com:
·· 10dx1½ nails for installations with Nails
·· SD #9x1½ for LUC26Z and LUC210Z installations with SD Screws

SUL Skewed
Left Hanger

(SUR is Skewed
Right)

Typical
SUR

Installation

Model No. Joist Size
Dimensions (in.) Fasteners

W H B A1 A2 Header Joist
SUR/L26Z 2x6, 8 1  9/16 5 2 1 1/8 1 5/16 6-16d 6-10dx1½
SUR/L210Z 2x10, 12 1  9/16 8 1/8 2 1 1/8 1 5/16 10-16d 10-10dx1½
SUR/L210-2Z (2) 2x10, 12 3 1/8 8 11/16 2 5/8 1 7/16 2 3/8 14-16d 6-16dx2½

1.       indicates connector is available in stainless steel. Replace Z in model number with SS when ordering.
2. Refer to current Wood Construction Connectors catalog for additional information.

LS

Typical
LS50Z

Installation

LS Top View

Model No. L (in) Fasteners

LS30Z 3 3/8 6-10d

LS50Z 4 7/8 8-10d

LS70Z 6 3/8 10-10d
1.       indicates connector is available in stainless steel. Replace Z in model number with SS when ordering.
2. Refer to current Wood Construction Connectors catalog for additional information.

Installation:
· Field skewable; bend one time only.
· Joist must be constrained against rotation

(for example, with solid blocking) when
using a single LS per connection.

Model No.
Dimensions (in.) Fasteners
W H A Header Joist

LSU26Z 1  9/16 4 7/8 1 1/2 6-10d 5-10dx1 1/2

LSSU210Z 1  9/16 8 1/2 1 5/8 10-10d 7-10dx1 1/2
1. For skewed LSSU, the inner most face fasteners on the acute angle side are not installed.
2. Refer to current Wood Construction Connectors catalog for additional information.

Installation:
· Follow 3-step installation sequence for

skewed or sloped/skewed applications.
· Do not substitute 10dx1½ nails for face

nails.
· To see an installation video on this product,

visit www.strongtie.com
LSSU210Z

Slope to
 45° up or down.

"A" Flanges

ABA44Z ABU44Z Typical ABA Installation
(ABU Similar)

Model
No.

Post
Size

Dimensions (in.)
Anchor

Dia.

Post Fasteners

W L H HB Nails SD Screws
Machine Bolts
Qty. Dia.

ABA44Z 4x4 3  9/16 3 1/8 3  1/16 - 1/2 6-10d 6-SD #9x1½ - -

ABU44Z 4x4 3  9/16 3 5 1/2 1 3/4 5/8 12-16d 12-SD #10x1½ 2 1/2

ABA46Z 4x6 3  9/16 5 3/16 3 1/8 - 5/8 8-16d 8-SD #10x1½ - -

ABU46Z 4x6 3  9/16 5 7 2 5/8 5/8 12-16d - 2 1/2

ABA66Z 6x6 5 1/2 5 1/4 3 1/8 - 5/8 8-16d 8-SD #10x1½ - -

ABU66Z 6x6 5 1/2 5 6  1/16 1 3/4 5/8 12-16d - 2 1/2

ABU88Z 8x8 7 1/2 7 7 - 2 - 5/8 18-16d - - -
1.       indicates connector is available in stainless steel. Replace Z in model number with SS when ordering.
2. Refer to current Wood Construction Connectors catalog for additional information.

Installation:
· ABA, ABU - for pre-pour installed anchors.  For Simpson

Strong-Tie epoxy or mechanical anchors, select and
install in accordance with www.strongtie.com.

· Products require washers between the nut and the base.
Washers are supplied with the ABU but not the ABA,
which requires a standard cut washer.

Model No.

Dimensions (in.) Post Fasteners

W L H HB Nails SD Screws
Machine Bolts
Qty. Dia.

PBS44AHDG 3  9/16 3 1/2 6 1/4 3  7/16 14-16d 14-SD #10x1½ 2 1/2

PBS66HDG 5  1/2 5 3/8 6 1/2 3 11/16 14-16d - 2 1/2
1. Refer to current Wood Construction Connectors catalog for additional information.

Installation:
· Embed into wet concrete up

to the bottom of the 1"
standoff base plate.  A 2"
minimum side cover is
required to obtain the full
load.  Holes in the bottom
of the straps allow for free
concrete flow.

· Allow concrete to cure
before installation of the
post.

Typical
PBS

Typical
CBSQ44

Installation

3" Min.
Sidecover

1.       indicates connector is available in stainless steel. Replace -SDS2HDG in model number with SS when ordering.
2. Refer to current Wood Construction Connectors catalog for additional information.

Model No. Post
Size

Dimensions (in.) Number of
SDS ScrewsW1 W2 D H

CBSQ44-SDS2HDG 4x4 3  9/16 3 1/2 7  1/8 8  3/8 14-SDS ¼"x2"

CBSQ46-SDS2HDG 4x6 3  9/16 5 5/16 7 13/16 8 11/16 14-SDS ¼"x2"

CBSQ66-SDS2HDG 6x6 5  1/2 5 1/2 6  7/8 8  3/4 14-SDS ¼"x2"

CBSQ86-SDS2HDG 6x8 7  1/2 5 3/8 6  1/8 8 11/16 12-SDS ¼"x2"

CBSQ88-SDS2HDG 8x8 7  1/2 7 3/8 6  1/8 8 11/16 12-SDS ¼"x2"

Installation:
· Install Simpson Strong-Tie SDS 14" x 2"

wood screws, which are provided with
the column base, with a 3 8" hex head
driver. (Lag screws will not achieve the
same load.)

· Allow concrete to cure before
installation of the post.

· For full loads, a minimum of 3" side
cover shall be provided.

Typical
CBSQ

Typical
BCS

Installation
(BC

Similar)

BCS
(BC

Similar)

Model No.

Dimensions (in.) Fasteners

W1 W2 L1 L2 H1 H2
Nails SD Screws

Beam
Flange

Post
Flange Beam Flange Post Flange

BC4Z 3  9/16 3  9/16 2 7/8 2 7/8 3 3 6-16d 6-16d 6-SD #10x1½ 6-SD #10x1½
BC6Z 5 1/2 5 1/2 4 3/8 4 3/8 3 3/8 3 3/8 12-16d 12-16d - -
BCS2-2/4Z 3 1/8 3  9/16 2 7/8 2 7/8 2 15/16 2 15/16 8-10d 6-10d 8-SD #9x2½ 6-SD #9x2½
BCS2-3/6Z 4 5/8 5  9/16 4 3/8 2 7/8 3  5/16 2 15/16 12-16d 6-16d - -

1.       indicates connector is available in stainless steel. Replace Z in model number with SS when ordering.
2. Refer to current Wood Construction Connectors catalog for additional information.

Installation:
· BCS: Install dome nails on

beam; drive nails at an angle
through the beam into the post
below.

· BC: Do not install bolts into
pilot holes.

Typical
LCE4Z

Installation
LPCZAC

Model No.
Dimensions (in.) Fasteners

W L Nails SD Screws
Beam Post Beam Post

AC4Z 3  9/16 6 1/2 14-16d 14-16d 14-SD #10x1½ 14-SD #10x1½

AC6Z 5 1/2 8 1/2 14-16d 14-16d 14-SD #10x1½ 14-SD #10x1½
LPC4Z 3 9/16 3  1/2 8-10d 8-10d 8-SD #9x1½ 8-SD #9x1½
LPC6Z 5 9/16 5  1/2 8-10d 8-10d - -
LCE4Z - 5 3/8 14-16d 10-16d 14-SD #10x1½ 10-SD #10x1½

1.       indicates connector is available in stainless steel. Replace Z in model number with SS when ordering.
2. Refer to current Wood Construction Connectors catalog for additional information.

Installation:
· Install in pairs.
· For LCE4Z installations on mitered corner conditions,

refer to www.strongtie.com for more information.

PC

Typical
EPC

Installation

Model
No.

Post
Size

Dimensions (in.) Fasteners

W1 W2 L1 L2 L3
Nails SD Screws

Post
Beam

Post
Beam

PC EPC PC EPC

PC44-16Z 4x4 3 9/16 3 9/16 2 5/8 11 7 5/16 8-16d 12-16d 8-16d 8-SD
#10x1½

12-SD
#10x1½

8-SD
#10x1½

PC46-16Z 4x6 3 9/16 5 1/2 2 5/8 13 9 1/4 8-16d 12-16d 8-16d - - -

PC66-16Z 6x6 5 1/2 5 1/2 4 9/16 13 9 1/4 8-16d 12-16d 8-16d - - -
1. Refer to current Wood Construction Connectors catalog for additional information.

Installation:
· For end condition,

specify EPC
· Use all specified

fasteners.
· Do not install bolts into

pilot holes.

CCQ
ECCQ

Typical
CCQ

Installation

Model No. Beam
Width

Dimensions (in.) No. of SDS ¼"x
2½" Screws

W1 W2
L1

H
CCQ ECCQ Beam Post

CCQ3-6HDG 3 1/8 3 1/4 5 1/2 11 8 1/2 7 16 14

CCQ44HDG 4x 3 5/8 3 5/8 11 8 1/2 7 16 14

CCQ46HDG 4x 3 5/8 5 1/2 11 8 1/2 7 16 14

CCQ48HDG 4x 3 5/8 7 1/2 11 8 1/2 7 16 14

CCQ66HDG 6x 5 1/2 5 1/2 11 8 1/2 7 16 14

CCQ68HDG 6x 5 1/2 7 1/2 11 8 1/2 7 16 14
1.       indicates connector is available in stainless steel. Replace HDG in model number with SS when ordering.
2. Refer to current Wood Construction Connectors catalog for additional information.

Installation:
· For end conditions, specify ECCQ
· Install Simpson Strong-Tie SDS 14" x 21

2" screws,
which are provided with the column cap, with a 3 8"
hex head driver.  SDS screws install best with a
low speed 12" drill.

· Beam depth must be a minimum 7". CC
ECC

Typical
CC

Installation

Model No. Beam
Width

Dimensions (in.) Machine Bolts

W1 W2
L

H1 Dia.
Beam

Post
CC ECC CC ECC

CC3-1/4-4HDG 3 1/8 3 1/4 3 5/8 11 7 1/2 6 1/2 5/8 4 2 2

CC3-1/4-6HDG 3 1/8 3 1/4 5 1/2 11 7 1/2 6 1/2 5/8 4 2 2

CC44HDG 4x 3 5/8 3 5/8 7 5 1/2 4 5/8 2 1 2

CC66HDG 6x 5 1/2 5 1/2 11 7 1/2 6 1/2 5/8 4 2 2
1.       indicates connector is available in stainless steel. Replace HDG in model number with SS when ordering.
2. Refer to current Wood Construction Connectors catalog for additional information.

Installation:
· For end conditions, specify ECC
· Bolt holes shall be a minimum 132" to a maximum 116" larger than the bolt diameter.
· Contact engineered wood manufacturers for connections that are not through the

wide face.
· Beam depth must be at least as tall as H1.

Typical H1Z
and H2.5Z
Installation

H1Z

H2.5Z

Model
No.

Fasteners
Nails SD Screws

To Joist To Beam To Joist To Beam

H1Z 6-8dx1½ 4-8dx1½ 6-SD #9x1½ 4-SD #9x1½

H2.5Z 5-8dx1½ 5-8dx1½ 5-SD #9x1½ 5-SD #9x1½

H8Z 5-10dx1½ 5-10dx1½ 5-SD #9x1½ 5-SD #9x1½
1.       indicates connector is available in stainless steel. Replace Z in model number with SS when ordering.
2. Refer to current Wood Construction Connectors catalog for additional information.

H8Z

Installation:
· Use all specified fasteners. H1Z

H2.5Z

TA10Z
Inverted

Installation

Model
No.

Fasteners
Stringer Tread

TA9Z 3-SDS ¼"x1½" 2-SDS ¼"x1½"

TA10Z 3-SDS ¼"x1½" 4-SDS ¼"x1½"

TA10Z 4-SDS ¼"x1½" 3-SDS ¼"x1½"
1.       indicates connector is available in stainless steel. Replace Z in model number with SS when ordering.
2. Refer to current Wood Construction Connectors catalog for additional information.

TA9Z
(TA10Z length =

10 1/4")

Installation:
· Use all specified fasteners.
· For double 2x6 treads, install

TA10Z inverted with 4 screws
installed into the treads.

SDS
Ledger

Installation

1½" minimum from top of ledger and band joist

4" to 5"
from end of

ledger

On-center spacing
of SDS wood screws
per designer

3" minimum
row spacing

1½" minimum from
bottom of ledger

and band joist

Size (in.) Model No. Thread Length
(in.)

¼" x 3½" SDS25312 2¼
¼" x 5" SDS25500 2¾

1.       indicates connector is available in stainless steel. Add SS to
    model number when ordering.
2. Refer to current F-SDSLDGR for spacing and additional information.
3. The screws shall be staggered from the top to the bottom along the
    horizontal run of the deck ledger per IRC 2009 Section R502.2.2.1.1.

SDS
Screw

Installation:
· Install Simpson Strong-Tie SDS

wood screws with a 3 8" hex
head driver.

· SDS screws install best with a
low speed 12" drill.

DTT2Z

Model No. CL Anchor
Dia. Fasteners

DTT2Z 13/16 1/2" 8-SDS ¼"x1½"
1.       indicates connector is available in stainless steel. Replace Z in model number
with SS when ordering.
2. Refer to T-GRDRLPST  and T-DECKLATLOAD for additional information.

Installation:
· Install Simpson Strong-Tie SDS wood screws

with a 3 8" hex head driver.  SDS screws install
best with a low speed high torque drill.

· A standard cut washer (provided) must be
installed between the nut and the DTT2Z seat.

· Bolt holes shall be a minimum 132" to a maximum
1
16" larger than the bolt diameter.

DTT2Z Installed as a Lateral Connector for a Deck
Guardrail Post.
For more information on guardrail post connections,
and installation instructions, see technical bulletin
T-GRDRLPST (available at www.strongtie.com).

DTT2Z Installed as a Lateral Connector for a
Deck-to-House Lateral Load Connection
For more information on this connection, and installation
instructions, see technical bulletin T-DECKLATLOAD
(available at www.strongtie.com).

LSCZ Typical
Installation

LSCZ
Deck Framing

Stair Stringer

Model
No.

Fasteners
Nails SD Screws

Rim Joist Stringer
Wide Face

Stringer
Narrow Face Rim Joist Stringer

Wide Face
Stringer

Narrow Face
LSCZ 8-10dx1½ 8-10dx1½ 1-10dx1½ 8-SD #9x1½ 8-SD #9x1½ 1-SD #9x1½

LSCZ

Installation:
· Before fastening, position the stair stringer with the LSCZ on the carrying member to verify where the bend

should be located.
· Tabs on the LSCZ must be positioned to the inside of the stairs.
· The fastener that is installed into the bottom edge of the stringer must go into the second-to-last hole.
· A minimum distance of 3 4" measured from the lowest rim-joist fastener to the edge of rim joist is required.

1.       indicates connector is available in stainless steel. Replace Z in model number with SS when ordering.  Stainless steel
  models must be fastened with nails.
2. Refer to current Wood Construction Connectors catalog for additional information.

Installation:
· The joist may be square cut or bevel cut.
· These hangers will normally accommodate a 40° to

50° skew.
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